
SOS Audio System Reference Specification**

Description Possible Supplier 

Suggested Model   
(other parts meeting the 

same specifications may be 

substituted, but must be 

tested and certified to work) Notes Category Qty

Estimated 

Unit Cost

Estimated 

Total 

Mixer B&H Photo, Video 

and Pro Audio

Yamaha MG102c Mixes mic and computer 

input

Required 1 $100 $100

Wireless Reciver with lapel mic B&H Photo, Video 

and Pro Audio

Shure Used for presentations Optional 1 $550 $550

Powered speakers Anchor AN-1000X+ Ceiling mount Required 2 $325 $650

Satellite speakers Anchor AN-1001X+ Ceiling mount Required 2 $125 $250

Speaker Mounts Anchor Must match speakers Ceiling mount Required 4 $40 $160

Audio connectors and splitters Radio Shack Needed to adapt cables to 

appropriate equipment

Required 1 $30 $30

Audio cables from mixer to speakers 

and between speakers

Cables To Go Site dependent Connect computer audio 

to sound system

Required 4 $50 $200

Grand Total $1,940

** Note:  We are not requiring the purchase of these exact brand names and parts.  

Date: 1/15/13 An audio system is required for SOS, but each site is free to choose

Mini mixer, two powered speakers, two satellite speakers

cables


